DSP / DSQ - Pressostat Electrique Basse Pression, réglable
DSP/DSQ - Pressure Switch for Low Pressure, Adjustable

'fDescripﬁon Adjustable pressure switch for monitoring pressure, vacuum and differantial prassura. Al .
From the & bar device on two tums of the adjusting knob are nacessary for the whole adjustment range,
s0 the scale on the knob is inappropriata. %
Madia compressed air, non-corrosive gases or liquids Ovarpressure saa chart ] |
Switch contact SPDT switch with silver contact, optionally gold contact _
Contact load 2Aat24VDC, GAat250VAC —
Electrical connector  AMP spade terminal, 6.3 x & mim, according to DIM 46244 Hysteresis see chart
Life cycla 10° switching cyclas Vibration resistance 209 |
Certifications VDE, TOV design test, optionally Atex Switching time 30 ms
Mounting position any, but indication needed for switch point < 100 mbar  Protection class IP &5 w/ coupling socket
Temperature range -20 °C to 85 °C/ -4 °F to 185 °F for NBR/Buna-M, EPDM and polyamide, up to 130 G/ 268 =F for FKM
i EBIDdy: ﬁyggp.lf'ﬁa higl;—lquaji_t_‘.r plothrgEh?l FKM ial FKM ratad i s
astomar: una-M, optional . ar | satu steam-resistant] - - -
Pressure connection: brass, at DSF‘-‘.I';«:I| polya'?fnide, optionally siaﬂﬁclass mel{or PVDF ; 5...-20/-700 mbar
Dimensions Overpressure Hysteresis Measurement Order )
B a protection max. range number
mim mim < bar mbar / bar mibar / bar )
Pressure switch GVa male, for low pressure NanBuet seas iz 0% DSP-D
68 45 0.5 3 mbar 5... 20 mbar DSP-DB2
0.5 5 mbar 10 ... 50 mbar DSP-DBS
0.5 10 mbar 25 ... 100 mbar DSP-DCA
1.0 20 mbar 50 ... 250 mbar DSP-DC2
1.0 50 mbar 100 ... 500 mbar DSP-DC5
10 150 mbar 025.. 1.0 bar DSP-D01
10 250 mbar 05 .. 15 bar DSP-D02
10 500 mbar 1... 3.0 bar DSP-D03
25 0.5/ 2 bar* 1... 6.0 bar DSP-D06
25 0.5/ 2 bar* 4. 9.0 bar DSP-D09
25 0.5/ 2 bar* 7 12 bar DSP-D12
Pressure switch GVs mak i e M eI PV
68 45 0.5 3 mbar -5 ...- 20 mbar DSP-V(02
0.5 5 mbar -10 ...- 50 mbar DSP-V05
0.5 10 mbar -25 ...-100 mbar DSP-V10
0.5 20 mbar -50 ...-125 mbar DSP-V12
1.0 25 mbar -75 ...-200 mbar DSP-V20
1.0 30 mbar -100 ...-300 mbar DSP-V30
1.0 75 mbar -200 ...-500 mbar DSP-V50
1.0 75 mbar -300 ...-700 mbar DSP-V70
Differential press. switch, nipple 065 Nensot s a0, DSP-W
W 45 0.1 3 mbar 5... 20 mbar DSP-wW20
0.1 5 mbar 10 ... 50 mbar DSP-W50
Special options, add the appropriate letter or number
factory-set pressure Ds@-.
Gz male pressure port thread DSP-. . 1
GYa male pressure port thread for DSP-W DSP-W..2
stainless steel port pressure port, material no. 1.4401 DSP-...8
brass port pressure port only, vacuum port made of polyamide DSP-W..M
PVDF port pressure port for range < 3 bar, GY% only DSP-. ..P
FKM elastomer max. 130 °C / 266 °F DSP-. .V
EPDM elastomer DSP-. . .E g o i s
increased overpressure  max. 4 bar for ajdustment range < 1 bar DSP-. ..U
gold contact max. 24 V AC, 100 mA DSP-. .G " 4 a 4 .
Ex-i-Atex Il 1!2GExiaIIBT4and@II 1/2GExia IC T4 DSP- . | EX
Ex-i-Atex 11/2G Exia llB T4 and I11/2G Exia lIC T4 DSP- . .SEX
: 3 k]
Accessories, enciosed e - _
mounting bracket made of steel, including nut fir G4 BW14-1 !
protection cap angular, cable feedthrough @ 5 mm P44 DS-KAP4 pin configuration
angular, high-strength cable gland Pg 9 P54 DS-KAPS
IP65 DS-KAPS |
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Ly factory only ] 1 [ | u -
fop— —%‘L‘éﬁ%"&ﬁ"“ S N 48(46) —
DSP DSQ top view DS. BW14-01 DS-KAP4 DS-KAPS (-KAPE)
* 0.5 bar at the beginning, 2 bar at the end of the pressura range
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