MPAX - Afficheur numérique programmable et configurable, multifonction,

a montage en facade

(Description Digital, programmable display for dual range input 0 to 10 V DC or 0/4 to 20 mA with 24 V DC N h

transmitter power. Min./max. value memory, 16-point scale for non-linear processes. Programmable
function keys / user inputs. Four setpoint alarm outlets. Analogue outlet, interface and bus capabilities.

Programming data entry by keypad, optionally by serial interface RS232 with PC software and cable or by RS485 | I

Supply voltage 11...36 V DC, max. power consumption 11 W or 85...250 V AC, max. power consumption 15 VA 2

Display 5-pin LCD display 14 mm tall, red numbers, background lighting =

Electrical connector terminal strip for area 0.14...1.5 mm? Input signal 0...10 Vor 0/4...20 mA P

Analogue output card  0/4...20 mA or 0... 10V, freely selectable Relay output card 2xSPOT5A ordx NOC3 A at24VDC —|

Transistor output card 4x NPN, 100 mA or 4x PNP, 30 mA Sensor supply 24V DC + 5%, max. 50 mA A I I

Measuring rate 20 measurements/s Response time 200 ms

Measurement memory and display of min/max. value Unit counter input signal x time

Display accuracy 0.12% FS at0 °C to 50 °C / 32 "F to 122 °"F  Certifications CE-certified, UL-listed .

Response time 200 ms Resolution 16 bit A/D converter S|g|1 al 0- 1 0 V f 0!4-20 mA

Temperature range -20°Cto 50°C /-4 "Fto 122 °F

Protection class  IP 65 in the front

kMauarial Housing: dark red, shockproof plastic The electrical plug-in module can be pulled out rearwards) display + 99999
™
Dimensions Accuracy Supply Input Order
A B Cc voltage signal number
mm mm mm % FS \ mA/vV
. J
Process display pésgitbem puabolen ey MPAX
97 50 107 0.12 230V AC 0/4-20 mA/0-10V  MPAX-230
97 50 107 0.12 24V DC 0/4-20 mA/0-10V  MPAX- 24
MPAX
Special options, ada e appropriate tetter
programming*! factory-set, e.g. 4-20 mA / 2-10 bar MPAX- . .PR
interface RS232 with 9-pin D-SUB plug-in card MPAX- . .32
RS485 with 2 x RJ-11 connectors plug-in card MPAX- . .85
Relay output*? 2 x SPDT 5 A at 230 VAC, plug-in card MPAX- . .2W
4 x NOC 3 A at 230 VAC, plug-in card MPAX- . .4S
transistor output*? 4 x NPN plug-in card MPAX- . .4N
4 x PNP plug-in card MPAX- . . 4P
output signal 0/4-20 mA oder 0-10 V, free selectable MPAX- . . AA
bus interface Profibus dp MPAX- . .DP
plug-in card
Accessories, encosed
physical units label sheet with standard dimensions MPAX-BK
software for Microsoft Windows® MPAX-X1
programming kit software, interface board RS232 plus cable MPAX-EM
adapter software, interface board USB plus cable MPAX-USB
level indicator force indicator thickness indicator flow indicator test pressure indicator diving depth
[1]a]o]o]o]s &[5]6])kpal [a]3[a]s]s -nl 4[s[6]7]8]wwmn [3]6]5]a] 3] mbee a[a[s]4]3]m
|
a4 8 ' [ teectuck sigral ) ! kwk‘,gm,
::::; U [®sind signal pﬂ:ﬂ;riundwmm W;Tniaulmmm
,_é_ P (ot e reguintor reguistor
; iy . L0l or or
Laser L
_H_i
Flow e
pressure ::" test peessune
e ) —1
1bar=10V=1021m 20 bar = 10V 50 bar = 10V 2,5bar = 10V 5000 mbar = 10 V 880 bar = 10V
10,21 m = 20000 1 H,0 10 V = 2000.0 kPa 10V = 4,0000 mm 10V = 5000.0 Limin 10 V = 400.00 mibar 10V = 9999.9m
-~ A — =
f—— Q2408 — o g
BE I } f L E3>EERE
B :B.E.H.B.B_kg ggu[\ 45 450s 2eag?8 R"'. 22 28 g
8P 8P2 B8P3 BP4
|| e [ ! ! | IEEEEEDEE@E
3 - \_
front view side view panel cut-out connecting terminals

*1 Signal range, indicated values, dimensions or imit value, rounding factor, resolution, total account etc. to be indicated.
*2 Dnly one of these two options can be realised.
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